
ELECTRICAL SOLUTIONS

Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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Optional System Accessories:

Bench Mount

PATMBM

Part Number

Used
with

Dispenser Description

Std.
Pkg.
Qty.

PL283N1 PDM, PDS Regulates air flow to dispenser.
Filter/regulator 25 micron (max.) element, 3/8" ports.
Includes a male connector and a 3/8" port.

1

PDH10-37 PDM, PDS Air hose from filter/regulator to dispenser;
10.0' (3m) – includes standard air fittings.
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Part Number

Used with
Tool
Head Description

Std.
Pkg.
Qty.

PATMBM PAT1M, 
PAT1.5M Allows hands-free operation for high volume usage.

Includes bench mount fixture and foot pedal assembly.

1

PAT2SBM PAT2S, PAT3S 1

Part Number

Used with
Tool
Head Part Description

Length
Std.
Pkg.
Qty.Ft. m

PHM1

PAT1M, PAT1.5M Transfers cable tie and signal from
dispenser to tool head; electrical
connectors designed for easy attachment
provide a reliable, secure connection.

3.2 1 1

PHM2 6.5 2 1

PHM3 10.0 3 1

PHM4 13.1 4 1

PHS2
PAT2S, PAT3S

6.5 2 1

PHS3 10.0 3 1

Part Number
Used with
Dispenser Description

Std.
Pkg.
Qty.

PDSF PDS (PAT2S) Metal frame supports the PDS dispenser for PAT2S
above the cable tie reel as ties are loaded into the
dispenser; can be used as a freestanding unit or
permanently mounted to a bench or cart.

1

PD3SF PD3S (PAT3S) Assembly holds cable tie reel and rewinds the
packaging paper liner as cable ties are being loaded
into the dispenser.

1
PDSF PD3SF


