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TE Connectivity

PART NUMBERBOOT COLOR

5492642-1BLACK

5492642-2BEIGE

MATERIAL:
   CONNECTOR ASSY
       REAR BODY: ALUMINUM ALLOY
       PLUNGER: ALUMINUM ALLOY 
       FERRULE: CERAMIC
       COUPLING NUT: ZINC, NICKEL PLATED
       INTERNAL COMPONENTS: PEI, COLOR: NATURAL
       SPRING: STAINLESS STEEL
   PROTECTIVE COVER: LDPE, COLOR: BLACK, NON-FR
   PROTECTIVE CAP: VINYL, COLOR: BLACK
   CRIMP EYELET: COPPER, NICKEL PLATED
   INNER EYELET: BRASS
   POLYMER TUBING: TYGON, COLOR: CLEAR
                   HYTREL, COLOR: WHITE
                   PVC, COLOR: BLACK
   STRAIN RELIEF: POLYOLEFIN ELASTOMER, COLOR: SEE TABLE, NON-FR
   BOOT: POLYOLEFIN ELASTOMER, COLOR: SEE TABLE*
  *UL94 V-0 RATED AT QUALIFYING THICKNESS.

2. INSTRUCTION SHEET: 408-4457 AVAILABLE FOR DOWNLOAD AT
   www.tycoelectronics.com/documents OR www.ampnetconnect.com/foguide.
 
3. THIS KIT WILL TERMINATE:
        900um TIGHT BUFFERED FIBER
        250um COATED FIBER
        2.0-3.0mm JACKETED CABLE
        900um EASY STRIP OR SEMI-TIGHT BUFFERED FIBER

5. TIGHT BUFFER TO BE 900 50um.
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